
7.5 lbs push force 
with minimal 
moving parts for 
greater reliability

Maximizes UV-C 
output throughout the 
disinfection cycle
Patent No: US 8,791,441

Specifically designed 
for hard surface and  
air disinfection
Patent No: US 8,791,441

1–2 minute setup 
with 5–15 minute 
disinfection cycles

Stabilizers and 
reinforced frame 
provide enhanced 
durability

Spectra 1000 UV Light 
Disinfection System*
Integrated hard surface and air  
room disinfection device.

Ordering information
Item No. Description Pkg.
EVSUVSP1 Spectra 1000 UV Machine Capital Option 1 ea

EVSUVSP1S Spectra 1000 UV Machine Subscription Option 1 ea

EVSUVSPSERV Spectra 1000 Annual Service 1 ea

99.983%*** 
of C. difficile 
spores1

99.998%††

against E. coli 
3

99.998%†† 
against  
C. cladosporioides 

5

99.999%***
against MRSA1

99.999%††

against MS2 
Bacteriophage3

99.993%†

against Ebola 
surrogate4

99.999%†† 
against S. aureus3

Surface efficacy

Air efficacy

99.98%**
against C. auris2

Cloud-based reporting 
software provides  
real-time quality 
assurance data

Kills 99.98%** of C. auris on hard surfaces 
Spectra 1000 offers an additional layer of support 
to complement your current environmental 
services protocol. Facilities rely on this robust UV 
device to supplement routine room cleaning by 
simultaneously reducing various environmental 
pathogens on hard surfaces and in the air. Equip 
your team with an easy-to-use intuitive system.

Affordability 
Deploy more units for less money. Choose from 
affordable monthly subscription with no upfront 
costs, or a low-cost capital option.



Specifications
Height 6.14 ft (1870 mm)
Width 1.96 ft (598 mm)
Depth 2.41 ft (735 mm)
Weight 125 lbs (56.69 kg)

Push Force 7.5 lbs (3.402 kg)
Amps 11
Volts 120

New Features
 • Enhanced 7" Display: Larger screen with bigger font size and new scroll bar 

functionality for easier navigation and improved visibility.

 • Remote Control via Mobile App: Users can remotely start and stop cycles 
through the app, with real-time countdown timers and instant alerts for cycle 
completion or interruptions.

 • Dual Device Control: Manage two units simultaneously, allowing for 
independent operation to maximize efficiency and achieve the fastest room 
turnover possible.

 • Ongoing Portal Enhancements: Regular upgrades to the portal, including 
advanced utilization and workflow reporting features to improve facility 
operations and decision-making.

REFERENCES:  1–5. Data on file.
* This product is not a medical device and is not intended for use in the disinfection or sterilization of medical devices. It is designed solely for use as a supplemental 
cleaning step to help reduce pathogens on hard, non-porous surfaces and in the air. This product is not a substitute for other required disinfection protocols and 
should be used as part of a comprehensive cleaning routine. Always follow all relevant cleaning and disinfection guidelines for your specific environment.
** Tested at 3 feet above the floor and at a distance of 5 feet for 10 minutes.
*** Tested at floor level, facing the device and at a distance of 5 feet for 5 minutes.
† Tested at floor level, horizontal and at a distance of 5 feet for 5 minutes.
† †  Tested at floor level for 15 minutes.
We reserve the right to correct any errors that may occur within this brochure.  
© 2024 Medline Industries, LP. Medline is a registered trademark of Medline Industries, LP. MKT19W6670947 / e22253 / DP / 500 / 55

Contact your Medline Representative for  
more details about our UV pesticide devices.


